
M10 / E10 

USED BY
Clubs/associations
Insurance companies
Health services and hospitals
Transportation companies
Tourist bureaux

IDEAL FOR
Plastic cards (up to 0.76mm
thickness) or soft aluminum 
plates (up to 0.4mm thickness)

FEATURES
Embossing on plastic cards 

USED BY
Shipyards
Steel companies 
Military
Car manufacturers
Engine manufacturers
Electrical appliance manufacturers
Tyre manufacturers
Machinery manufacturers

IDEAL FOR 
Manual personalization of metal 
plates in every environments, even
with no power supply

FEATURES
Embossing or debossing on metal
plates

EMBOSSING OR DEBOSSING

PERSONALIZATION OF PLASTIC CARDS 
AND MARKING OF METAL PLATES

55/60 character 
capacity drum

Manual operation

Robust
and compact

M10
Type set: Raised - Simplex 2, 
Block 5mm, Block USA, OCRB1;
Debossed - Dog Tag

E10
Type set: Standard Gothic and OCR7B

E10

M10



Simplex 2

M10

Robust and compact, asa result of the manual operation function, these embosserscan
be used everywhere, even in environmentswith no power supply.

M10
60 character capacity drum,automatic spacing,whole plate free format: the M10 embossing
featureshave been designed to meet a wide range of format requirements.

E10
55 character capacity drum, automatic spacing, whole plate free format: the E10 isan
affordable, high precision embosser, ideal for small scale plastic cardpersonalization.

type set Raised - Simplex 2, Block 5mm, Block USA, OCRB1
Debossed: Dog Tag

plate sizes (mm) Width: min 30 - max 115; Height: min 20 - max 90
Thickness: 0.4 to 0.9

embossing area (mm) Simplex 2: up to 6 from the top edge of the plate,
leaving 3from the bottom edge.
Block 5: up to 9 from the top edge,
leaving 5 from the bottom edge.
The measurementsare from the base of the character

dimensions (mm) 382 x 412 x 312
weight 20 Kg
other Correction type

M10 SPECIFICATIONS

M10 / E10
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E10 SPECIFICATIONS E10

type set Standard Gothic and OCR7B
card sizes ISOstandard CR-80 format;0.40 to 0.80 mm thick
embossing area (mm) Up to 5 from the edge, leaving 3 from the bottom edge

The measurementsare from the base of the character

dimensions (mm) 382 x 412 x 312
weight 20 Kg

6 mm

6 mm

3 mm

Block 59 mm

6 mm

5 mm

5.0 mm

3.5 mm

3.0 mm

Standard Gothic
30 charactersmax per line


